
State of Washington Department of Ecology 
Notice of Construction Approval Order 

 

In the matter of construction of new 
emissions units for LAMB WESTON, INC – 
PASCO PLANT 

) Preliminary Determination 
) Synthetic Minor 
) AQPID: A0210021

Project Summary 

Lamb Weston, herein referred to as the Permittee, is located at 960 Glade Road, Pasco, 
Washington, in Franklin County. The Permittee is classified as Synthetic Minor 80 (SM80) for 
Volatile Organic Compounds (VOC). This updated Order incorporates new emission units 
associated with the installation of advanced process water treatment facilities, including: 

• A biogas hydrogen sulfide (H2S) removal system. 

• A boiler capable of being fired with biogas, natural gas or a combination of biogas and 
natural gas. 

• A flare to combust biogas that is not fired in the boiler. 

• Three emergency generators. 

Equipment and activities at the facility regulated under this Order consist of the following: 

Equipment Capacity Unit Operation 1 Unit Operation 2 Control Equipment 

Nebraska NS-E-
71 Boiler 

85.6 MMBtu/hr 
heat input 
capacity 

Natural Gas Only n/a Low NOx Burners 

Line 1 55,000 lb/hr line 
capacity 

2 Fryers (indirect 
heat) 

Dryer-NG Only 
32 MMBTU/hr 

Model 2000 Reyco 
Scrubber 

Line 2 34,840 lb/hr line 
capacity 

Fryer (indirect 
heat) 

Dryer-NG Only 
10 MMBTU/hr 

Sly No. 8 Venturi 
Scrubber with 
Cyclonic Separator 

Line 7 8,000 lb/hr line 
capacity 

Fryer (indirect 
heat) 

Retrograde – NG 
only 
3.5 MMBTU/hr 

Sly No. 6 Venturi 
Scrubber with 
Cyclonic Separator 
(shared with line 8) 

Line 8 8,000 lb/hr line 
capacity 

Fryer (indirect 
heat) 

Retrograde – NG 
only 
3.5 MMBTU/hr 

Sly No. 6 Venturi 
Scrubber with 
Cyclonic Separator 
(shared with line 7) 
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Equipment Capacity Unit Operation 1 Unit Operation 2 Control Equipment 

2-Ammonia 
Refrigeration 
Systems 

40,000 lb 
Ammonia 
Internal Capacity 
(each) 

One 
Refrigeration 
System for Line 
1, one for Line 2 

n/a None, only fugitives 
emitted 

2-Ammonia 
Refrigeration 
Systems 

10,000 lb 
Ammonia 
Internal Capacity 
(each) 

One system for 
Line 7, one for 
Line 8 

n/a None, only fugitives 
emitted 

Process water 
treatment 
anaerobic 
reactors 

Two reactors: 
264,172 gallons 
each 

Process water n/a 

Biogas H2S removal 
system (300 ppmvd 
maximum one-hour 
average H2S 
concentration) 

Cleaver Brooks 
CB(LE) Boiler 

8.23 MMBtu/hr 
heat input 
capacity 

Biogas with 
potential natural 
gas supplement 
or all natural gas 

n/a Low NOx Burner 

Biogas Flare 
Varec 244E 
SD140001R 

11.4 MMBtu/hr 
(250 scfm) 
capacity 

Biogas n/a 99% destruction 
efficiency of H2S 

Facility-wide 
natural gas 
combustion 

-- -- -- Synthetic minor 
emission limit 
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Equipment at the facility not covered by emission limits and exempt equipment in this order 
consists of the following: 

Equipment/ Activity Capacity Basis 

Cleaver Brooks DL 42 Boiler 34.73 MMBtu/hr heat input 
capacity 

Boiler limited to Natural gas 
only use 

Cleaver Brooks DL 76 Boiler 77.083 MMBtu/hr heat input 
capacity 

Boiler limited to Natural gas 
only use 

Various Air Make Up Units 
(AMUs) 

Aggregate 49.25 MMBtu/hr Gas usage included in 
Facility-Wide natural gas limit 

3-Emergency Generators Combined 495 brake 
horsepower (bhp), EPA Tier 4 
equivalent 

 Exempt per WAC 173-400-
110(4)(h)(xxxix)  

Diesel Emergency Fire Pump 210 bhp Exempt per WAC 173-400-
110(4)(h)(xxii) 

SteineDE-ACF odor control 12,400 scfm from advanced 
process water treatment 
facilities 

Voluntary installation 

Legal Authority 

The emissions from the proposed modification have been reviewed under the legal authority of 
RCW 70A.15.2210 and the applicable rules and regulations adopted thereunder. The proposed 
modification, if operated as specified, will be in accordance with applicable rules and 
regulations, as set forth in Chapters 173-400 WAC and 173-460 WAC and the operation thereof, 
at the location proposed, will not result in ambient air quality standards being exceeded. 

This Notice of Construction (NOC) Approval Order rescinds and replaces NOC Approval Order 
No. 24AQ-E012. NOC Approval Order No. 24AQ-E012 is no longer in effect. 

Therefore, it is ordered that the project as described in the NOC application and more 
specifically detailed in plans, specifications, and other information submitted to the 
Washington State Department of Ecology (Ecology) is approved for construction and operation, 
provided the following conditions are satisfied:  



Lamb Weston, Inc.—Pasco Plant 
Preliminary Determination 
Page 4 of 17 

Approval Conditions 

1. General Facility-Wide Combustion Equipment Requirements and Limitations 

a. Usage of natural gas for facility combustion equipment (boilers, dryers, fryers, and air 
make up units) must be limited to 1,641 million cubic feet (MMcf) per calendar year. 

b. The quantity of natural gas used on an annual basis must be calculated and reported 
based upon direct fuel meter and totalizer readings or by purchase and inventory 
records using fuel supplier documents. 

c. The quantity of natural gas used on an annual basis must be reported within 30 days of 
the end of the calendar year. Records must be maintained for at least three years 
subsequent to the submittal of the report. 

2. Specific Combustion Equipment Requirements: Nebraska Boiler (Part 60, Subpart Dc - 
Boiler) 

a. The Nebraska NS-E-71 Boiler must be fired exclusively with natural gas. 

b. General testing requirements: 

i. Future testing of the Nebraska Boiler must be in accordance with the provisions 
of 40 C.F.R. 60.8 (Performance Tests). Scheduled periodic testing is not required. 
Future testing may be required upon Ecology's written notification. 

c. Stack emission limits and associated performance testing. 

Emission limits: 

i. Nitrogen Oxides (NOx) must not exceed 24 parts per million (seven percent O2, 
volume, dry basis) NOx at the exhaust stack, measured in accordance with 
Approval Condition 14.b.iii. 

ii. Carbon monoxide (CO) must not exceed 39 parts per million (seven percent O2, 
volume, dry basis) CO at the exhaust stack, measured in accordance with 
Approval Condition 14.b.iv. 

iii. Opacity must be less than 10 percent, measured in accordance with Approval 
Condition 14.b.i. 

iv. Particulate Matter (PM) must not exceed 0.01 grains per dry standard cubic foot 
(gr/dscf), corrected to three percent O2 (filterable + condensable portions) at the 
exhaust stack, measured in accordance with Approval Condition 14.b.ii. 

3. Production Line 1 Requirements 

a. Line 1 – potato product production rate must not exceed 55,000 pounds per hour 
(lb/hr), on a 24-hour average basis. 
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Line 1 – Fryer emission limits: 

b. Emissions of filterable and condensable particulate matter from the Reyco 2000 
scrubber exhaust must not exceed 2.42 lb/hr, measured in accordance with Approval 
Condition 14.b.ii. 

c. Opacity from the Line 1 Reyco 2000 scrubber exhaust must be less than 10 percent, 
averaged over a six-minute period, as measured in accordance with Approval Condition 
14.b.i. 

d. The mass emission rate of VOC in the Reyco 2000 scrubber exhaust must not exceed 
8.30 pounds per hour as propane, measured in accordance with Approval Conditions 
14.b.v. 

Line 1 – Dryer production and emission limits: 

e. Emissions of filterable and condensable PM10 must not exceed 1.750 pounds per hour 
in the exhaust from the Line 1 dryer, measured in accordance with Approval Condition 
14.b.ii. 

f. The Line 1 Dryer must not exceed a potato throughput of 55,000 lb/hr, on a 24-hour 
average basis. 

4. Production Line 2 Requirements 

a. Line 2 – potato product production rate must not exceed 34,840 lb/hr, on a 24-hour 
average basis. 

Emission limits: 

b. Emissions of filterable and condensable particulate matter from the Line 2 Sly No. 8 
Venturi Scrubber (with Cyclonic Separator) exhaust must not exceed 2.00 lb/hr, 
measured in accordance with Approval Condition 14.b.ii. 

c. Opacity from the scrubber exhaust must be less than 10 percent, averaged over a six-
minute period, measured in accordance with Approval Condition 14.b.i. 

d. The mass emission rate of VOC in the Sly No. 8 Venturi Scrubber (with Cyclonic 
Separator) exhaust must not exceed 5.7 lb/hr as propane, measured in accordance with 
Approval Condition 14.b.v. 

e. The Sly No. 8 Venturi Scrubber and Cyclonic Separator must be equipped with 
instrumentation to monitor: 

i. Venturi Scrubber: 

A. Liquid recirculation tank temperature. 

B. Liquid inlet line flow rate. 

C. Liquid inlet line pressure. 
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D. Gas outlet temperature. 

f. The Sly No. 8 Venturi Scrubber must be equipped with a permanent pre-quench water 
spray system in the vertical ductwork immediately above the venturi scrubber inlet. 

i. The spray system must provide at least eight gallons per minute (GPM) of plant 
water. 

ii. The spray system must be in use while the Venturi Scrubber is in use. 

Line 2 – Dryer production and emission limits: 

g. Emissions of filterable and condensable PM10 must not exceed 1.080 lb/hr in the 
exhaust from the Line 2 dryer, measured in accordance with Approval Condition 14.b.ii. 

h. The Line 2 Dryer must not exceed a potato throughput of 34,840 lb/hr, on a 24-hour 
average basis. 

5. Production Lines 1 and 2 Monitoring and Testing 

a. The Reyco 2000 and Sly 8 Scrubbers must be equipped with instrumentation to monitor 
the pressure drop across each scrubber and the liquid flow rate. 

b. Specific Lines 1 and 2 performance testing conditions: 

i. Testing Frequency 

A. Lines 1 and 2 Scrubbers, PM and VOC, every 12 months. 

B. Lines 1 and 2 Dryers, PM10, initially and once every five years thereafter. 

ii. PM and PM10 emissions must be reported as mass emission rate (lb/hr) and 
concentration (gr/dscf). 

iii. VOC emissions must be reported as a mass emission rate (lb/hr) and 
concentration (ppmvd) both corrected to as-propane. 

iv. During testing, the tested production line (Line 1 or 2) must operate at 
production rates equal to or greater than 90 percent of the maximum 
production rate for the previous 12 months. 

v. During testing of Lines 1 or 2, the monitoring data required in Condition 5.a. 
(pressure drop and liquid flow rates) must be recorded and included in the test 
report. 

6. Production Lines 7 and 8 Requirements 

a. Line 7 is limited to a potato co-product production rate of 8,000 lb/hr, on a 24-hour 
average basis. 

b. Line 8 is limited to a combined potato co-product production rate of 8,000 lb/hr, on a 
24-hour average basis. 
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c. Emissions of filterable and condensable PM10 must not exceed 1.50 pounds per hour in 
the combined exhaust from the Lines 7 and 8 Fryer, measured in accordance with 
Approval Condition 14.b.ii. 

d. Opacity must be less than 10 percent, averaged over a six-minute period, measured in 
accordance with Approval Condition 14.b.i. 

e. VOC mass emissions from the Sly Scrubber exhaust must not exceed 4.3 lb/hr, as 
propane, measured in accordance with Approval Condition 14.b.v. 

f. The Sly Model 6 Venturi Scrubber and Cyclonic Separator must be equipped with 
instrumentation to monitor the pressure drop across the Venturi throat, the 
recirculated liquid flow rate, and a manual or automated record of caustic addition to 
the scrubber recirculation tank.  

g. The Sly Model 6 Venturi Scrubber must be equipped with a permanent pre-quench 
water spray system in the vertical ductwork immediately above the venturi scrubber 
inlet. 

i. The spray system must provide at least six gallons per minute (GPM) of plant 
water. 

ii. The spray system must be in use while the Venturi Scrubber is in use. 

Line 7 and 8 – Retrogrades 

h. Emissions of filterable and condensable PM10 must not exceed 0.99 pounds per hour in 
the exhaust from the Lines 7 and 8 retrogrades, measured in accordance with Approval 
Condition 14.b.ii. 

7. Lines 7 and 8 Specific Performance Testing Conditions 

a. Testing Frequency 

i. The Line 7 and 8 Sly 6 Venturi Scrubber must be tested once every 12 months for 
VOC and PM10. 

ii. The Line 7 and 8 Dryers must be tested for PM10, initially and once every five 
years thereafter. 

b. PM10 results must be reported in mass emission rate (lb/hr) and concentration 
(gr/dscf). 

c. VOC emissions test results must be provided for the VOC concentration in the exhaust 
(ppmvd) and VOC (as propane) mass emission rate (lb/hr). 

d. During testing, the production Lines 7 and 8 must operate at production rates equal to 
or greater than 90 percent of the maximum production rate for the previous 12 
months. 

e. During testing, the monitoring data listed in Condition 6.f. must be recorded and 
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included in the test report. 

8. Refrigeration Equipment 

a. A leak detection and repair program (LDAR) must be developed for the ammonia 
refrigeration systems and incorporated into an O&M manual. Development and 
implementation of a chemical accident prevention program in accordance with 40 
C.F.R. Part 68 will comply with this requirement. 

9. Process Water Treatment Anaerobic Reactors 

Biogas H2S Removal System 

a. Biogas from the advanced process water treatment facilities must be treated to limit 
Hydrogen Sulfide to a maximum concentration of 300 ppmvd, one hour average. 

b. The H2S removal system must be operational and controlling H2S emissions from biogas 
whenever biogas is being generated. 

c. Initial testing of H2S in the biogas outlet of the H2S removal system must be conducted 
within 90 days after startup. After initial testing, one-hour average H2S concentration in 
the outlet of the H2S removal system must be tested at least quarterly. 

d. H2S testing must be conducted in accordance with Condition 14.b.viii. 

10. Flare  

Flare Operations 

a. The flare is only approved to combust biogas produced by the advanced process water 
treatment facilities, plus any supplemental natural gas for the pilot flame and to 
maintain the heat content of the biogas. Any modification that increases biogas 
production and supplemental natural gas above 11.4 MMBtu/hr will require New 
Source Review of the biogas flare emissions. 

b. A flame must be present and verified prior to biogas being directed to the flare. 

c. Natural gas must be used as needed to maintain the heat content of gas and vapors to 
the flare above 200 BTU per standard cubic feet. 

d. The natural gas line to the pilot light must be equipped with an automatic shutoff valve 
that closes when the flare is not operating. 

e. The pilot light automatic ignition system must be inspected and tested at least once 
each 12-month period. 

f.  The exhaust gases from the flare must discharge into the atmosphere vertically with no 
horizontal deflection by a rain cover. 

g. The permittee shall calibrate, maintain, and operate, in accordance with manufacturer 
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specifications, a thermocouple or other equivalent device which detects the presence 
of a flame at the flare. When a flame is not present, the following information must be 
recorded in a log: 

i. The date(s) that the flame was not present. 

ii. The duration time the flame was not present. 

iii. The reason the flame was not present. 

h. Scheduled periodic testing for the flare is not required. Future testing may be required 
upon Ecology’s written notification, under WAC 173-400-105. 

Flare Emission Limits 

i. The flare must only combust biogas from the advanced process water treatment 
facilities, natural gas or a mixture of biogas and natural gas. The exhaust must not 
exceed the following pollutant concentrations, mass emission limits, and visual 
emission limits: 

i. NOx emissions must not exceed 0.68 lb/hr measured in accordance with 
Approval Condition 14.b.iii. 

ii. CO emissions must not exceed 2.3 lb/hr measured in accordance with 
Approval Condition 14.b.iv. 

iii. PM emissions must not exceed 0.08 lb/hr measured in accordance with 
Approval Condition 14.b.ii. 

iv. VOCs emissions must not exceed 1.6 lb/hr measured in accordance with 
Approval Condition 14.b.v. 

v. Sulfur Dioxide (SO2) emissions must not exceed 1.0 lb/hr measured in 
accordance with Approval Condition 14.b.vi. 

vi. Visible emissions from the flare must not exceed zero percent opacity, 
except for a total of five minutes every two hours when it may be five 
percent opacity or less, as determined by 40 C.F.R. Part 60, Appendix A, Test 
Method 22 and 9. 

11. Foul Air from Process Water Treatment 

a. Foul air from the advanced process water treatment facilities that is exhausted to the 
atmosphere must be routed to the foul air oxidizer system for treatment except for 
periods of routine maintenance, repair and cleaning. 

12. 8.23 MMBtu Cleaver Brooks Boiler Specific Combustion Equipment Requirements: 

a. Natural gas input to the boiler must not exceed 121 MMcf of natural gas per year 
(based on a heat content of 1,020 BTU per cubic feet natural gas). 
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b. Boiler heat input must be less than 8.23 million BTUs per hour. 

c. The 8.23 MMBtu/hr Cleaver Brooks Boiler must be fired with biogas or with natural gas 
or mixture of both. 

d. Boiler testing requirements: 

i. Future testing must be in accordance with the provisions of Title 40 Code of 
Federal Regulations (40 C.F.R.) 60.8 (Performance Tests).  Scheduled periodic 
testing is not required. Future testing may be required upon Ecology's written 
notification. 

e. Boiler Stack emission limits and associated performance testing: 

i. NOx must not exceed 30 parts per million, 0.30 lb/hr (three percent O2, volume, 
dry basis) NOx at the exhaust stack, measured in accordance with Approval 
Condition 14.b.iii. 

ii. CO must not exceed 50 parts per million, 0.30 lb/hr (three percent O2, volume, dry 
basis) CO at the exhaust stack, measured in accordance with Approval Condition 
14.b.iv. 

iii. SO2 emissions from the gas burner for any fuel gas mixture must not exceed 1.0 
pounds per hour, measured in accordance with Approval Condition 14.b.vi. 

iv. Opacity must be less than five percent, measured in accordance with Approval 
Condition 14.b.i. 

v. PM must not exceed 0.01 grains per dry standard cubic foot, 0.06 pounds per hour 
corrected to three percent O2 (filterable + condensable portions) at the exhaust 
stack, measured in accordance with Approval Condition 14.b.ii. 

13. Operation and Maintenance (O&M) Manuals 

Site-specific O&M manual(s) that address the Reyco Scrubber, both Sly Venturi Scrubbers, 
boilers, flare, and H2S removal system must be developed and followed. Manufacturer's 
instructions may be referenced. The O&M Manual(s) must be reviewed annually and 
updated to reflect any modifications of the equipment or its operating procedures. The 
O&M manual(s) for the equipment must at a minimum include a description of: 

a. Normal operating parameters. 

b. Instrumentation for monitoring operating parameters. 

c. A maintenance schedule. 

d. Monitoring and recordkeeping requirements for the refrigeration leak detection and 
repair program. 

e. Refrigeration systems leak monitoring procedures and frequency. 
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f. Monitoring and recordkeeping requirements for the pollution control devices. 

g. Pollution control device monitoring procedures and frequency. 

h. Actions to perform upon upset or malfunction of the refrigeration or pollution control 
equipment. 

For the refrigeration equipment (2-40,000 lb units Associated with Lines 1 and 2, and 2-10,000 
lb units associated with Lines 7 and 8, development and implementation of a management 
system for Chemical Accident Prevention in accordance with 40 C.F.R. Part 68 satisfies the 
requirements of this section. 

14. Testing Requirements 

a. Performance testing must be performed at such times and frequencies specified in a 
condition of approval in this Order and at other times in accordance with WAC 173-
400-105(4). 

b. Performance testing must utilize the following test methods unless an alternative 
method is requested by the permittee and approved by Ecology in writing: 

i. Visual determination of the opacity emissions from stationary sources per Title 
40 Code of Federal Regulations, Part 60, Appendix A, Method 9 (referenced as 
Method 9). 

ii. PM/PM10 per 40 C.F.R. Part 60, Appendix A, Method 5 or Part 51, Appendix M, 
Method 201a with 40 C.F.R. 51, Appendix M, Method 202. 

iii. NOx per 40 C.F.R. Part 60, Appendix A, Method 7E. 

iv. CO per 40 C.F.R. Part 60, Appendix A, Method 10. 

v. VOC per 40 C.F.R. Part 60, Appendix A, Method 25A. 

vi. SO2 per 40 C.F.R. Part 60, Appendix A, Method 6. 

vii. Plant surveys for the presence of visible emissions from control devices must be 
performed using the techniques and procedures in 40 C.F.R. Part 60, Appendix A, 
Method 22. 

viii. One hour average, H2S concentration of biogas using: H2S data logger, or 
portable H2S analyzer, or in-line H2S concentration analyzer. 

c. Testing Logistics – The permittee must provide testable emission points, sampling 
ports, safe access to sampling points and ports, and utilities for sampling and testing. 

d. Number of Test Runs – Performance or compliance testing of each piece of pollution 
control equipment must consist of three separate runs of at least 60 minutes each. This 
condition does not apply to biogas H2S testing conducted in accordance with Approval 
Condition 14.b.viii. 
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e. Throughput During Testing – During testing, the process must operate at production 
rates equal to or greater than 90 percent of the maximum production rate for the 
previous 12 months. This condition does not apply to biogas H2S testing conducted in 
accordance with Approval Condition 14.b.viii. 

f. Submittal of Performance Test Plan – A written test protocol that includes a description 
of the equipment to be tested, the process and control device operating information to 
be collected during the test, and the sampling and analytical method(s) proposed, must 
be submitted to Ecology at least 30 calendar days prior to the start of any performance 
test. This condition does not apply to biogas H2S testing conducted in accordance with 
Approval Condition 14.b.viii. 

g. Notification of Inability to Conduct Performance Test – If the permittee is unable to 
conduct any performance test as scheduled, Ecology must be notified at least 24 hours 
before the test at the address under “Notifications and Submittals”, Condition 15, or via 
telephone at (509) 329-3400. 

h. Plant Operator During Testing – The plant process equipment must be operated and 
controlled by normal plant operators during the period when the performance testers 
are on-site to conduct testing and during actual testing. 

i. Performance or Compliance Testing Results – The results of all initial performance 
testing and all other periodic performance testing must be sent to the address listed in 
Approval Condition 15. One copy of the completed test report must be submitted no 
later than 60-days after the last day of the testing. This condition does not apply to 
biogas H2S testing conducted in accordance with Approval Condition 14.b.viii. 

j. When information obtained by Ecology indicates the need to quantify emissions, 
Ecology may require the Permittee to conduct material analysis or air emission testing 
under WAC 173-400-105. This testing requirement is in addition to any testing required 
by Ecology in this NOC Approval Order, other permits, or other state or federal 
requirements. 

15. Notifications and Submittals 

All notifications, plans, reports, and other submittals must be sent to: 
Washington State Department of Ecology 
Air Quality Program 
Eastern Regional Office 
4601 N. Monroe Street 
Spokane, WA  99205-1295 

Electronic Annual Report Submittals: ecyaqciero@ecy.wa.gov 

OR AS DIRECTED. 
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16. Monitoring and Recordkeeping 

Specific records must be kept on-site by the permittee and made available for inspection by 
Ecology upon request. The records must be organized in a readily accessible manner and 
cover a minimum of the most recent 60-month period. The records to keep must include 
the following: 

a. Occurrence and duration of any malfunction in the operation of the boilers or 
production line pollution control equipment, flare, or advanced process water 
treatment facilities or control equipment that affect air emissions.  The record must 
include date, time, duration and/or cause, as applicable. 

b. Boiler fuel consumption by type and quantity for the Nebraska boiler and the 8.23 
MMBtu/hr Cleaver Brooks boiler for each calendar month. This recordkeeping must be 
done via fuel bills, gas meter readings, or combination thereof: {EPA Region 10, May 6, 
1998, letter to Ecology, 40 CFR 60.48c(g)}. 

c. Flare fuel consumption by type and quantity for each calendar month. 

d. All initial and periodic performance testing results. 

e. O&M manual(s) and maintenance records. 

f. Weekly flow check of the pre-quench spray system in both the Sly #6 and #8 Venturi 
Scrubbers and cleaning as indicated by flow. 

g. Biogas Monitoring: 

i. Daily quantity of biogas produced by the advanced process water treatment 
facilities in MMBtu and scf. 

ii. Quarterly test results of the H2S removal system. 

17. Reporting 

The following reports must be sent to the address listed in Condition 14: 

a. Each calendar year, an emission inventory of the previous calendar year’s emissions.  
These reports must be certified by a responsible official (an officer of Lamb Weston) 
and must confirm that only natural gas was combusted in the Nebraska boiler. 

b. The Permittee must notify Ecology within one business day of receipt of any air quality-
related complaint. 

c. The Permittee must notify Ecology of commissioning of emission units regulated under 
this Approval Order within one week of initiating such activities, unless otherwise 
specified by Ecology. The notice must include available information: 

i. Make, model, serial number, etc. 

d. The Permittee must notify Ecology within thirty days of the following events: 
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i. Commencement of construction of the project. 

ii. Completion of the construction of the project. 

iii. If construction or operation has been discontinued for more than 18 months. 

e. Greenhouse Gas Reporting: The permittee is subject to the greenhouse gas reporting 
requirements in WAC 173-441. 

f. The Permittee must notify Ecology within sixty days (or longer as approved by Ecology) 
of the following events: 

i. Changes in operation contrary to information submitted in the NOC application. 

ii. Discontinued operations. This notification must include a shutdown status 
maintenance plan containing the following information, at a minimum: 

A. Maintenance that will be performed during the shutdown to allow startup in 
a timely manner with minimum amount of work and emissions, (allowable 
emission levels as of the date of shutdown cannot increase upon reopening). 

iii. Reactivating the facility following discontinued operations of 18 months or more. 
This notification must include a startup plan containing the following 
information, at a minimum: 

A. Documentation that the shutdown maintenance was performed during 
shutdown to allow startup in a timely manner with minimum amount of work 
and emissions (allowable emissions levels as of the date of shutdown cannot 
increase upon reopening). 

B. Documentation of testing performed which demonstrates that units are still 
able to meet the parameters of this approval order after being inactive, or 
other documentation which demonstrates why testing is not necessary. 

18. General Conditions 

a. The permittee must maintain air pollution control equipment for the fryers, and 
advanced process water treatment facilities in good working condition. 

b. The permittee must suppress on-site road dust and apron dust as required to prevent 
nuisance conditions off-site. 

c. Activities Inconsistent with this Order - Any activity undertaken by the Permittee, or 
others, in a manner that is inconsistent with the data and specifications submitted as 
part of the NOC application or this NOC Approval Order, must be subject to Ecology 
enforcement under applicable regulations. 

d. Availability of Order - Legible copies of this NOC Approval Order and any O&M 
manual(s) must be available to employees in direct operation of the equipment 
described in the NOC application and must be available for review upon request by 
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Ecology. 

e. Compliance Assurance Access - Access to the source by representatives of Ecology or 
the United States Environmental Protection Agency (EPA) must be permitted upon 
request. Failure to allow access is grounds for enforcement action under the federal 
Clean Air Act or the Washington State Clean Air Act and may result in revocation of this 
NOC Approval Order. 

f. Discontinuing Construction - Approval to construct or modify a stationary source 
becomes invalid if construction is not commenced within eighteen months after receipt 
of the approval, or if construction is discontinued for a period of eighteen months or 
more. The permitting authority may extend the 18-month period upon a satisfactory 
showing by the permittee that an extension is justified. 

g. Equipment Operation - Operation of the facility must be conducted in compliance with 
all data and specifications submitted as part of the NOC application and in accordance 
with O&M manuals, unless otherwise approved in writing by Ecology. 

h. Registration - Periodic emissions inventory and other information may be requested by 
Ecology. The requested information must be submitted within 30 days of receiving the 
request, unless otherwise specified. All fees must be paid by the date specified. 

i. Violation Duration - If the Permittee violates an approval condition in this NOC 
Approval Order, testing, recordkeeping, monitoring, or credible evidence will be used 
to establish the starting date of the violation. The violation will be presumed to 
continue until testing, recordkeeping, monitoring, or other credible evidence indicates 
compliance. A violation of an approval condition includes, but is not limited to, failure 
of air pollution control equipment, failure of other equipment resulting in increased 
emissions, or a failed source test indicating an exceedance of an emission limit. 

j. Odor - The Permittee must not cause or allow the generation of any odor which 
unreasonably interferes with any other property owner's use and enjoyment of their 
property. The Permittee must use recognized good practice and procedures to reduce 
odors to a reasonable minimum. 

k. Outdoor Burning - There must be no outdoor burning. 

l. Obligations Under Other Laws or Regulations - Nothing in this NOC Approval Order 
must be construed so as to relieve the Permittee of its obligations under any state, 
local, or federal laws or regulations. 

m. Maintaining Compliance - It must not be a defense for the Permittee in an 
enforcement action that it would have been necessary to halt or reduce the operations 
in order to maintain compliance with the conditions of this NOC Approval Order. 

n. Visible Emissions - No visible emissions from the source are allowed beyond the 
property line, as determined by 40 C.F.R. Part 60, Appendix A, Test Method 22. 
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o. Changes in Operations - Changes in operation, discontinued operation, or inadequate 
maintenance plans or re-start plans (see “Reporting” requirements), may require a new 
or amended NOC Approval Order. 

Authorization may be modified, suspended, or revoked in whole or part for cause, including, 
but not limited to, the following: 

• Violation of any terms or conditions of this authorization. 

• Obtaining this authorization by misrepresentation or failure to disclose all relevant 
facts. 

The provisions of this authorization are severable and, if any provision of this authorization or 
application of any provision to any circumstance is held invalid, the application of such 
provision to other circumstances, and the remainder of this authorization, must not be affected 
thereby. 

Your right to appeal 
You have a right to appeal this Notice of Construction Approval Order to the Pollution Control 
Hearings Board (PCHB) within 30 days of the date of receipt. The appeal process is governed by 
RCW 43.21B and WAC 371-08. “Date of receipt” is defined in Chapter 43.21B.001(2) RCW. 

To appeal, you must do all of the following within 30 days of the date of receipt of this Notice of 
Construction Approval Order : 

File your notice of appeal and a copy of this Notice of Construction Approval Order with the 
PCHB (see filing information below). “Filing” means actual receipt by the PCHB during regular 
business hours as defined in Chapter 371-08-305 WAC and -335. “Notice of appeal” is defined in 
Chapter 371-08-340 WAC. 

• Serve a copy of your notice of appeal and this Notice of Construction Approval Order on 
the Department of Ecology by mail, in person, or by email (see addresses below). 

You must also comply with other applicable requirements in Chapter 43.21B RCW and 371-08 
WAC. 

Address and Location Information 

Filing with the PCHB 

For the most current information regarding filing with the PCHB, visit: https://eluho.wa.gov/ or 
call: 360-664-9160. 

https://eluho.wa.gov/
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Service on Ecology 

Street Addresses: 

Department of Ecology 
Attn: Appeals Processing Desk 
300 Desmond Drive SE 
Lacey, WA  98503 

Mailing Addresses: 

Department of Ecology 
Attn: Appeals Processing Desk 
PO Box 47608 
Olympia, WA  98504-7608 

E-Mail Address: 

ecologyappeals@ecy.wa.gov 

Americans with Disabilities Act Information 

Accommodation Requests 

ADA Accessibility 

To request an ADA accommodation, email aqciero@ecy.wa.gov, call (509) 329-3400, or dial 711 
to call through the Washington Telecommunications Relay for services like text telephone 
(TTY). Visit Ecology.wa.gov/ADA for more accessibility information. 

DATED at Spokane, Washington this day of MONTH 2026. 

Prepared by: 

Jenny Filipy, P.E. 
Air Quality Program 
Department of Ecology 
State of Washington 

Reviewed by: 

Karin Baldwin, Section Manager 
Air Quality Program 
Department of Ecology 
State of Washington 

mailto:aqciero@ecy.wa.gov
https://ecology.wa.gov/About-us/Accountability-transparency/Our-website/Accessibility

	State of Washington Department of Ecology Notice of Construction Approval Order
	Project Summary
	Legal Authority
	Approval Conditions
	1. General Facility-Wide Combustion Equipment Requirements and Limitations
	a. Usage of natural gas for facility combustion equipment (boilers, dryers, fryers, and air make up units) must be limited to 1,641 million cubic feet (MMcf) per calendar year.
	b. The quantity of natural gas used on an annual basis must be calculated and reported based upon direct fuel meter and totalizer readings or by purchase and inventory records using fuel supplier documents.
	c. The quantity of natural gas used on an annual basis must be reported within 30 days of the end of the calendar year. Records must be maintained for at least three years subsequent to the submittal of the report.

	2. Specific Combustion Equipment Requirements: Nebraska Boiler (Part 60, Subpart Dc - Boiler)
	a. The Nebraska NS-E-71 Boiler must be fired exclusively with natural gas.
	b. General testing requirements:
	i. Future testing of the Nebraska Boiler must be in accordance with the provisions of 40 C.F.R. 60.8 (Performance Tests). Scheduled periodic testing is not required. Future testing may be required upon Ecology's written notification.

	c. Stack emission limits and associated performance testing.
	i. Nitrogen Oxides (NOx) must not exceed 24 parts per million (seven percent O2, volume, dry basis) NOx at the exhaust stack, measured in accordance with Approval Condition 14.b.iii.
	ii. Carbon monoxide (CO) must not exceed 39 parts per million (seven percent O2, volume, dry basis) CO at the exhaust stack, measured in accordance with Approval Condition 14.b.iv.
	iii. Opacity must be less than 10 percent, measured in accordance with Approval Condition 14.b.i.
	iv. Particulate Matter (PM) must not exceed 0.01 grains per dry standard cubic foot (gr/dscf), corrected to three percent O2 (filterable + condensable portions) at the exhaust stack, measured in accordance with Approval Condition 14.b.ii.


	3. Production Line 1 Requirements
	a. Line 1 – potato product production rate must not exceed 55,000 pounds per hour (lb/hr), on a 24-hour average basis.
	b. Emissions of filterable and condensable particulate matter from the Reyco 2000 scrubber exhaust must not exceed 2.42 lb/hr, measured in accordance with Approval Condition 14.b.ii.
	c. Opacity from the Line 1 Reyco 2000 scrubber exhaust must be less than 10 percent, averaged over a six-minute period, as measured in accordance with Approval Condition 14.b.i.
	d. The mass emission rate of VOC in the Reyco 2000 scrubber exhaust must not exceed 8.30 pounds per hour as propane, measured in accordance with Approval Conditions 14.b.v.
	e. Emissions of filterable and condensable PM10 must not exceed 1.750 pounds per hour in the exhaust from the Line 1 dryer, measured in accordance with Approval Condition 14.b.ii.
	f. The Line 1 Dryer must not exceed a potato throughput of 55,000 lb/hr, on a 24-hour average basis.

	4. Production Line 2 Requirements
	a. Line 2 – potato product production rate must not exceed 34,840 lb/hr, on a 24-hour average basis.
	b. Emissions of filterable and condensable particulate matter from the Line 2 Sly No. 8 Venturi Scrubber (with Cyclonic Separator) exhaust must not exceed 2.00 lb/hr, measured in accordance with Approval Condition 14.b.ii.
	c. Opacity from the scrubber exhaust must be less than 10 percent, averaged over a six-minute period, measured in accordance with Approval Condition 14.b.i.
	d. The mass emission rate of VOC in the Sly No. 8 Venturi Scrubber (with Cyclonic Separator) exhaust must not exceed 5.7 lb/hr as propane, measured in accordance with Approval Condition 14.b.v.
	e. The Sly No. 8 Venturi Scrubber and Cyclonic Separator must be equipped with instrumentation to monitor:
	i. Venturi Scrubber:
	A.  Liquid recirculation tank temperature.
	B.  Liquid inlet line flow rate.
	C.  Liquid inlet line pressure.
	D.  Gas outlet temperature.


	f. The Sly No. 8 Venturi Scrubber must be equipped with a permanent pre-quench water spray system in the vertical ductwork immediately above the venturi scrubber inlet.
	i. The spray system must provide at least eight gallons per minute (GPM) of plant water.
	ii. The spray system must be in use while the Venturi Scrubber is in use.

	g. Emissions of filterable and condensable PM10 must not exceed 1.080 lb/hr in the exhaust from the Line 2 dryer, measured in accordance with Approval Condition 14.b.ii.
	h. The Line 2 Dryer must not exceed a potato throughput of 34,840 lb/hr, on a 24-hour average basis.

	5. Production Lines 1 and 2 Monitoring and Testing
	a. The Reyco 2000 and Sly 8 Scrubbers must be equipped with instrumentation to monitor the pressure drop across each scrubber and the liquid flow rate.
	b. Specific Lines 1 and 2 performance testing conditions:
	i. Testing Frequency
	A. Lines 1 and 2 Scrubbers, PM and VOC, every 12 months.
	B. Lines 1 and 2 Dryers, PM10, initially and once every five years thereafter.

	ii. PM and PM10 emissions must be reported as mass emission rate (lb/hr) and concentration (gr/dscf).
	iii. VOC emissions must be reported as a mass emission rate (lb/hr) and concentration (ppmvd) both corrected to as-propane.
	iv. During testing, the tested production line (Line 1 or 2) must operate at production rates equal to or greater than 90 percent of the maximum production rate for the previous 12 months.
	v. During testing of Lines 1 or 2, the monitoring data required in Condition 5.a. (pressure drop and liquid flow rates) must be recorded and included in the test report.


	6. Production Lines 7 and 8 Requirements
	a. Line 7 is limited to a potato co-product production rate of 8,000 lb/hr, on a 24-hour average basis.
	b. Line 8 is limited to a combined potato co-product production rate of 8,000 lb/hr, on a 24-hour average basis.
	c. Emissions of filterable and condensable PM10 must not exceed 1.50 pounds per hour in the combined exhaust from the Lines 7 and 8 Fryer, measured in accordance with Approval Condition 14.b.ii.
	d. Opacity must be less than 10 percent, averaged over a six-minute period, measured in accordance with Approval Condition 14.b.i.
	e. VOC mass emissions from the Sly Scrubber exhaust must not exceed 4.3 lb/hr, as propane, measured in accordance with Approval Condition 14.b.v.
	f. The Sly Model 6 Venturi Scrubber and Cyclonic Separator must be equipped with instrumentation to monitor the pressure drop across the Venturi throat, the recirculated liquid flow rate, and a manual or automated record of caustic addition to the scr...
	g. The Sly Model 6 Venturi Scrubber must be equipped with a permanent pre-quench water spray system in the vertical ductwork immediately above the venturi scrubber inlet.
	i. The spray system must provide at least six gallons per minute (GPM) of plant water.
	ii. The spray system must be in use while the Venturi Scrubber is in use.

	h. Emissions of filterable and condensable PM10 must not exceed 0.99 pounds per hour in the exhaust from the Lines 7 and 8 retrogrades, measured in accordance with Approval Condition 14.b.ii.

	7. Lines 7 and 8 Specific Performance Testing Conditions
	a. Testing Frequency
	i. The Line 7 and 8 Sly 6 Venturi Scrubber must be tested once every 12 months for VOC and PM10.
	ii. The Line 7 and 8 Dryers must be tested for PM10, initially and once every five years thereafter.

	b. PM10 results must be reported in mass emission rate (lb/hr) and concentration (gr/dscf).
	c. VOC emissions test results must be provided for the VOC concentration in the exhaust (ppmvd) and VOC (as propane) mass emission rate (lb/hr).
	d. During testing, the production Lines 7 and 8 must operate at production rates equal to or greater than 90 percent of the maximum production rate for the previous 12 months.
	e. During testing, the monitoring data listed in Condition 6.f. must be recorded and included in the test report.

	8. Refrigeration Equipment
	a. A leak detection and repair program (LDAR) must be developed for the ammonia refrigeration systems and incorporated into an O&M manual. Development and implementation of a chemical accident prevention program in accordance with 40 C.F.R. Part 68 wi...

	9. Process Water Treatment Anaerobic Reactors
	a. Biogas from the advanced process water treatment facilities must be treated to limit Hydrogen Sulfide to a maximum concentration of 300 ppmvd, one hour average.
	b. The H2S removal system must be operational and controlling H2S emissions from biogas whenever biogas is being generated.
	c. Initial testing of H2S in the biogas outlet of the H2S removal system must be conducted within 90 days after startup. After initial testing, one-hour average H2S concentration in the outlet of the H2S removal system must be tested at least quarterly.
	d. H2S testing must be conducted in accordance with Condition 14.b.viii.

	10. Flare
	a. The flare is only approved to combust biogas produced by the advanced process water treatment facilities, plus any supplemental natural gas for the pilot flame and to maintain the heat content of the biogas. Any modification that increases biogas p...
	b. A flame must be present and verified prior to biogas being directed to the flare.
	c. Natural gas must be used as needed to maintain the heat content of gas and vapors to the flare above 200 BTU per standard cubic feet.
	d. The natural gas line to the pilot light must be equipped with an automatic shutoff valve that closes when the flare is not operating.
	e. The pilot light automatic ignition system must be inspected and tested at least once each 12-month period.
	f.  The exhaust gases from the flare must discharge into the atmosphere vertically with no horizontal deflection by a rain cover.
	g. The permittee shall calibrate, maintain, and operate, in accordance with manufacturer specifications, a thermocouple or other equivalent device which detects the presence of a flame at the flare. When a flame is not present, the following informati...
	i. The date(s) that the flame was not present.
	ii. The duration time the flame was not present.
	iii. The reason the flame was not present.

	h. Scheduled periodic testing for the flare is not required. Future testing may be required upon Ecology’s written notification, under WAC 173-400-105.
	i. The flare must only combust biogas from the advanced process water treatment facilities, natural gas or a mixture of biogas and natural gas. The exhaust must not exceed the following pollutant concentrations, mass emission limits, and visual emissi...
	i. NOx emissions must not exceed 0.68 lb/hr measured in accordance with Approval Condition 14.b.iii.
	ii. CO emissions must not exceed 2.3 lb/hr measured in accordance with Approval Condition 14.b.iv.
	iii. PM emissions must not exceed 0.08 lb/hr measured in accordance with Approval Condition 14.b.ii.
	iv. VOCs emissions must not exceed 1.6 lb/hr measured in accordance with Approval Condition 14.b.v.
	v. Sulfur Dioxide (SO2) emissions must not exceed 1.0 lb/hr measured in accordance with Approval Condition 14.b.vi.
	vi. Visible emissions from the flare must not exceed zero percent opacity, except for a total of five minutes every two hours when it may be five percent opacity or less, as determined by 40 C.F.R. Part 60, Appendix A, Test Method 22 and 9.


	11. Foul Air from Process Water Treatment
	a. Foul air from the advanced process water treatment facilities that is exhausted to the atmosphere must be routed to the foul air oxidizer system for treatment except for periods of routine maintenance, repair and cleaning.

	12. 8.23 MMBtu Cleaver Brooks Boiler Specific Combustion Equipment Requirements:
	a. Natural gas input to the boiler must not exceed 121 MMcf of natural gas per year (based on a heat content of 1,020 BTU per cubic feet natural gas).
	b. Boiler heat input must be less than 8.23 million BTUs per hour.
	c. The 8.23 MMBtu/hr Cleaver Brooks Boiler must be fired with biogas or with natural gas or mixture of both.
	d. Boiler testing requirements:
	i. Future testing must be in accordance with the provisions of Title 40 Code of Federal Regulations (40 C.F.R.) 60.8 (Performance Tests).  Scheduled periodic testing is not required. Future testing may be required upon Ecology's written notification.

	e. Boiler Stack emission limits and associated performance testing:
	i. NOx must not exceed 30 parts per million, 0.30 lb/hr (three percent O2, volume, dry basis) NOx at the exhaust stack, measured in accordance with Approval Condition 14.b.iii.
	ii. CO must not exceed 50 parts per million, 0.30 lb/hr (three percent O2, volume, dry basis) CO at the exhaust stack, measured in accordance with Approval Condition 14.b.iv.
	iii. SO2 emissions from the gas burner for any fuel gas mixture must not exceed 1.0 pounds per hour, measured in accordance with Approval Condition 14.b.vi.
	iv. Opacity must be less than five percent, measured in accordance with Approval Condition 14.b.i.
	v. PM must not exceed 0.01 grains per dry standard cubic foot, 0.06 pounds per hour corrected to three percent O2 (filterable + condensable portions) at the exhaust stack, measured in accordance with Approval Condition 14.b.ii.


	13. Operation and Maintenance (O&M) Manuals
	a. Normal operating parameters.
	b. Instrumentation for monitoring operating parameters.
	c. A maintenance schedule.
	d. Monitoring and recordkeeping requirements for the refrigeration leak detection and repair program.
	e. Refrigeration systems leak monitoring procedures and frequency.
	f. Monitoring and recordkeeping requirements for the pollution control devices.
	g. Pollution control device monitoring procedures and frequency.
	h. Actions to perform upon upset or malfunction of the refrigeration or pollution control equipment.

	14. Testing Requirements
	a. Performance testing must be performed at such times and frequencies specified in a condition of approval in this Order and at other times in accordance with WAC 173-400-105(4).
	b. Performance testing must utilize the following test methods unless an alternative method is requested by the permittee and approved by Ecology in writing:
	i. Visual determination of the opacity emissions from stationary sources per Title 40 Code of Federal Regulations, Part 60, Appendix A, Method 9 (referenced as Method 9).
	ii. PM/PM10 per 40 C.F.R. Part 60, Appendix A, Method 5 or Part 51, Appendix M, Method 201a with 40 C.F.R. 51, Appendix M, Method 202.
	iii. NOx per 40 C.F.R. Part 60, Appendix A, Method 7E.
	iv. CO per 40 C.F.R. Part 60, Appendix A, Method 10.
	v. VOC per 40 C.F.R. Part 60, Appendix A, Method 25A.
	vi. SO2 per 40 C.F.R. Part 60, Appendix A, Method 6.
	vii. Plant surveys for the presence of visible emissions from control devices must be performed using the techniques and procedures in 40 C.F.R. Part 60, Appendix A, Method 22.
	viii. One hour average, H2S concentration of biogas using: H2S data logger, or portable H2S analyzer, or in-line H2S concentration analyzer.

	c. Testing Logistics – The permittee must provide testable emission points, sampling ports, safe access to sampling points and ports, and utilities for sampling and testing.
	d. Number of Test Runs – Performance or compliance testing of each piece of pollution control equipment must consist of three separate runs of at least 60 minutes each. This condition does not apply to biogas H2S testing conducted in accordance with A...
	e. Throughput During Testing – During testing, the process must operate at production rates equal to or greater than 90 percent of the maximum production rate for the previous 12 months. This condition does not apply to biogas H2S testing conducted in...
	f. Submittal of Performance Test Plan – A written test protocol that includes a description of the equipment to be tested, the process and control device operating information to be collected during the test, and the sampling and analytical method(s) ...
	g. Notification of Inability to Conduct Performance Test – If the permittee is unable to conduct any performance test as scheduled, Ecology must be notified at least 24 hours before the test at the address under “Notifications and Submittals”, Conditi...
	h. Plant Operator During Testing – The plant process equipment must be operated and controlled by normal plant operators during the period when the performance testers are on-site to conduct testing and during actual testing.
	i. Performance or Compliance Testing Results – The results of all initial performance testing and all other periodic performance testing must be sent to the address listed in Approval Condition 15. One copy of the completed test report must be submitt...
	j. When information obtained by Ecology indicates the need to quantify emissions, Ecology may require the Permittee to conduct material analysis or air emission testing under WAC 173-400-105. This testing requirement is in addition to any testing requ...

	15. Notifications and Submittals
	16. Monitoring and Recordkeeping
	a. Occurrence and duration of any malfunction in the operation of the boilers or production line pollution control equipment, flare, or advanced process water treatment facilities or control equipment that affect air emissions.  The record must includ...
	b. Boiler fuel consumption by type and quantity for the Nebraska boiler and the 8.23 MMBtu/hr Cleaver Brooks boiler for each calendar month. This recordkeeping must be done via fuel bills, gas meter readings, or combination thereof: {EPA Region 10, Ma...
	c. Flare fuel consumption by type and quantity for each calendar month.
	d. All initial and periodic performance testing results.
	e. O&M manual(s) and maintenance records.
	f. Weekly flow check of the pre-quench spray system in both the Sly #6 and #8 Venturi Scrubbers and cleaning as indicated by flow.
	g. Biogas Monitoring:
	i. Daily quantity of biogas produced by the advanced process water treatment facilities in MMBtu and scf.
	ii. Quarterly test results of the H2S removal system.


	17. Reporting
	a. Each calendar year, an emission inventory of the previous calendar year’s emissions.  These reports must be certified by a responsible official (an officer of Lamb Weston) and must confirm that only natural gas was combusted in the Nebraska boiler.
	b. The Permittee must notify Ecology within one business day of receipt of any air quality-related complaint.
	c. The Permittee must notify Ecology of commissioning of emission units regulated under this Approval Order within one week of initiating such activities, unless otherwise specified by Ecology. The notice must include available information:
	i. Make, model, serial number, etc.

	d. The Permittee must notify Ecology within thirty days of the following events:
	i. Commencement of construction of the project.
	ii. Completion of the construction of the project.
	iii. If construction or operation has been discontinued for more than 18 months.

	e. Greenhouse Gas Reporting: The permittee is subject to the greenhouse gas reporting requirements in WAC 173-441.
	f. The Permittee must notify Ecology within sixty days (or longer as approved by Ecology) of the following events:
	i. Changes in operation contrary to information submitted in the NOC application.
	ii. Discontinued operations. This notification must include a shutdown status maintenance plan containing the following information, at a minimum:
	A. Maintenance that will be performed during the shutdown to allow startup in a timely manner with minimum amount of work and emissions, (allowable emission levels as of the date of shutdown cannot increase upon reopening).

	iii. Reactivating the facility following discontinued operations of 18 months or more. This notification must include a startup plan containing the following information, at a minimum:
	A. Documentation that the shutdown maintenance was performed during shutdown to allow startup in a timely manner with minimum amount of work and emissions (allowable emissions levels as of the date of shutdown cannot increase upon reopening).
	B. Documentation of testing performed which demonstrates that units are still able to meet the parameters of this approval order after being inactive, or other documentation which demonstrates why testing is not necessary.



	18. General Conditions
	a. The permittee must maintain air pollution control equipment for the fryers, and advanced process water treatment facilities in good working condition.
	b. The permittee must suppress on-site road dust and apron dust as required to prevent nuisance conditions off-site.
	c. Activities Inconsistent with this Order - Any activity undertaken by the Permittee, or others, in a manner that is inconsistent with the data and specifications submitted as part of the NOC application or this NOC Approval Order, must be subject to...
	d. Availability of Order - Legible copies of this NOC Approval Order and any O&M manual(s) must be available to employees in direct operation of the equipment described in the NOC application and must be available for review upon request by Ecology.
	e. Compliance Assurance Access - Access to the source by representatives of Ecology or the United States Environmental Protection Agency (EPA) must be permitted upon request. Failure to allow access is grounds for enforcement action under the federal ...
	f. Discontinuing Construction - Approval to construct or modify a stationary source becomes invalid if construction is not commenced within eighteen months after receipt of the approval, or if construction is discontinued for a period of eighteen mont...
	g. Equipment Operation - Operation of the facility must be conducted in compliance with all data and specifications submitted as part of the NOC application and in accordance with O&M manuals, unless otherwise approved in writing by Ecology.
	h. Registration - Periodic emissions inventory and other information may be requested by Ecology. The requested information must be submitted within 30 days of receiving the request, unless otherwise specified. All fees must be paid by the date specif...
	i. Violation Duration - If the Permittee violates an approval condition in this NOC Approval Order, testing, recordkeeping, monitoring, or credible evidence will be used to establish the starting date of the violation. The violation will be presumed t...
	j. Odor - The Permittee must not cause or allow the generation of any odor which unreasonably interferes with any other property owner's use and enjoyment of their property. The Permittee must use recognized good practice and procedures to reduce odor...
	k. Outdoor Burning - There must be no outdoor burning.
	l. Obligations Under Other Laws or Regulations - Nothing in this NOC Approval Order must be construed so as to relieve the Permittee of its obligations under any state, local, or federal laws or regulations.
	m. Maintaining Compliance - It must not be a defense for the Permittee in an enforcement action that it would have been necessary to halt or reduce the operations in order to maintain compliance with the conditions of this NOC Approval Order.
	n. Visible Emissions - No visible emissions from the source are allowed beyond the property line, as determined by 40 C.F.R. Part 60, Appendix A, Test Method 22.
	o. Changes in Operations - Changes in operation, discontinued operation, or inadequate maintenance plans or re-start plans (see “Reporting” requirements), may require a new or amended NOC Approval Order.
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